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Type Parts Manual Update
Policy Letter

√ Service Information

Attention √ Service Managers
Service and Parts Managers

Models ALG866SAC, ALG866SAW, ALG665SAC, ALG665SAW, ALG565SAC, and ALG565SAW
Amana dryers

Issue Incorrect Schematic

Action Early production ALG866SAC, ALG866SAW, ALG665SAC, ALG665SAW, ALG565SAC, and
ALG565SAW Amana dryers were produced with incorrect connection diagram/schematics. The
terminals are mislabeled on the schematics.

Attached is the correct connection diagram/schematic.
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Comm. Microwave Dehumidifier Dishwasher
Domm. Microwave Export Comm. Heating Product

√ Laundry Product PTAC Products Range Product
Refrigerator/Fzr Room Air Cond.
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PART  NO.   40087701

  disconnection when servicing controls.
  Wiring errors can cause improper and

 "Verify proper operation after servicing"

  dangerous operation."

  "Caution: Label all wires prior to

INDICATE WIRE GAUGE
COLOR MARKINGS

NUMERALS FOLLOWING

CONNECTION DIAGRAM

W
H

T
-1

8

RED-18

WHT-18

B
LU

-1
2

PNK-18 PNK-18

BLU-18 BLK-18 ORG-18

ORG-18YEL-18

RED/BLK-18

PNK-18

VIO-18

WHT-18

H1-2

H1-12

H1-11

H1-9

H1-7

H1-3

H1-4 VIO-18

RED/YEL-18

YEL-18

BRN-18

GRY-18

BRN-18

BRN-18BRN-18

BRN-18

B
R

N
-1

8

WHT-18

RECEPTACLE

1
2

3

1

3

TIME
DRY

NO HEAT

AUTOMATIC
WRINKLE OUT

FREG/DRY

F

AUTOMATIC

TIMER

O

FFFF

FF F F

RECEPTACLE

O
R

G
-1

8

G
R

Y
-1

8

MOTOR

RED-18

GRY/BLK-18

VIO/WHT-18

PLUG

PLUG

PLUG

SUPPORT PANEL

GRN/YEL-18

GRN/YEL-18

GROUND TO

TO TOP
GROUND

R
E

D
-1

8

W
H

T-
18

GROUND TO
GRAPHICS PANEL

IGNITOR

VALVE

5

ORG-18

GAS

WHT-18

ORG-18

BLU-18

WHT-18 3
4

2

1

BLU-18

PLUG

ORG-18

BLU-18

SENSOR

RECEPTACLE

PNK-18

G
R

N
-1

8

LEAD-IN
CORD

RECEPTACLE

PLUG

GROUND TO TERMINAL
BLOCK BRACKET

RIDGED LEAD
RIBBED OR

WARNING
Failure to install, maintain, and/or operate this

machine according to manufacturer's 
instructions may result in conditions which can 
produce bodily injury and/or propertydamage.

FOLLOWING PATENTS:

CANADIAN NO:

THIS MACHINE MANUFACTURED

UNDER ONE OR MORE OF THE

UNITED STATES NO: 5,113,562

OTHER PATENTS PENDING

                  5,257,448
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